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Section 2  Bergquist International Power Cords

The following pages contain standard configurations of power cords used around the world. 

For special colors, lengths, end treatment, strain reliefs or custom designed plugs, please 
consult the Bergquist sales department or refer to our design guide on pages 2-4 of this catalog. 

Bergquist international power cords carry these approvals. 

VDE West Germany

CEBEC Belgium

DEMKO Denmark

SETI Finland

ASA/QAS Australia

KEMA/KEUR Netherlands

JET JAPAN

IRAM Argentina

NEMKO Norway

OVE Austria

SEMKO Sweden

SEV Switzerland

ASTA / Basec United 
Kingdom

Instituto Italiano
del Marchio Italy

UTE France

SII Israel

KS Korea

CCEE China

PSB Singapore

EMSD Hong Kong

SABS South Africa

PSB

EMSD
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm
2

Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color
IPC-66001A 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-34A --- CEE Black

IPC-66002A 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-34A --- CEE Black

IPC-66013A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34B --- CEE Black

IPC-66014A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34B --- CEE Black

IPC-66166A 9'10" 3 1.50 .340 8.5 16A @ 250V HO5VVF3 / 70°C LP-34B --- CEE Black

Aluminum Foil Shielded
IPC-66015A** 6'7" 2 .75 .280 7.2 6A @ 250V P5SA Alum. Foil Shield / 70°C LP-34A --- CEE Black

IPC-66016A** 8'2" 2.5 .75 .280 7.2 6A @ 250V P5SA Alum. Foil Shield / 70°C LP-34A --- CEE Black

Braid Shielded Tinned
IPC-66017A** 6'7" 2 .75 .311 7.9 6A @ 250V P5SA Braid Shield / 70°C LP-34A --- CEE Black

IPC-66018A** 8'2" 2.5 .75 .311 7.9 6A @ 250V P5SA Braid Shield / 70°C LP-34A --- CEE Black

** VDE Only

Standard European Cordsets, 3 Conductor

Nondetachable Jacket removed 30mm, conductors stripped 7mm
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm
2

Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color

Unshielded
IPC-66003A 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-33 --- CEE Black

IPC-66004A 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-33 --- CEE Black

IPC-66019A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-33B --- CEE Black

IPC-66020A 8'2" 2.5 1.00 .295 6.5 10A @ 250V HO5VVF3 / 70°C LP-33B --- CEE Black

IPC-66148A 6'7" 2 .75 .280 7.2 6A @ 250V HO5RRF / 70°C LP-33 --- CEE Black

IPC-66149A 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5RRF / 70°C LP-33 --- CEE Black

IPC-66152A 8'2" 2.5 1.00 .255 6.5 10A @ 250V HO5RRF / 70°C LP-33B --- CEE Black

IPC-66153A 9'10" 3 1.50 .340 8.5 16A @ 250V HO5VVF / 70°C LP-33B --- CEE Black

Unshielded
IPC-66041A** 6'7" 2 1.00 .280 7.2 6A @ 250V P5SA Alum. Foil Shield / 70°C --- LS-60 CEE Black

IPC-66042A** 8'2" 2.5 1.00 .280 7.2 6A @ 250V P5SA Alum. Foil Shield / 70°C --- LS-60 CEE Black

Standard European Cordsets, 2 Conductor

Nondetachable Right Angle Male Plug Jacket removed 30mm, conductors stripped 7mm. 

Detachable with an IEC-320-C13 Jacket removed 30mm, conductors stripped 7mm. 

IPC-66021A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF / 70°C --- LS-60 CEE Black

IPC-66022A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF / 70°C --- LS-60 CEE Black

** VDE only

Standard European Cordsets, 3 Conductor Detachable
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Standard European Cordsets, 3 Conductor Detachable

Detachable, Right Angle Male with an IEC-320-C13 Right Angle
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Detachable, Right Angle Male with an IEC-320-C13
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color

IPC-66023A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-33B LS-60 CEE Black

IPC-66024A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-33B LS-60 CEE Black

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M AWG. Strand Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color

IPC-66035A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-33B LS-60L CEE Black

IPC-66036A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-33B LS-60L CEE Black



Call Toll Free: 1-800-341-3533          Telephone: (952) 835-2322        Fax: (952) 835-5080
30 Power Cord dimensional drawings subject to change without notice

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color
IPC-66196A 6'7" 2 .75 .28 7.2 2.5A @  250V H05VVF / 70°C LP34A LS15 CEE Black

IPC-66268A 8'2" 2.5 .75 .28 7.2 2.5A @  250V H05VVF / 70°C LP34A LS15 CEE Black
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color
IPC-66240A 6'7" 2 1.5 .34 8.5 16A @  250V H05VVF / 70°C LP34B EN60320 CEE Black

IPC-66241A 8'2" 2.5 1.5 .34 8.5 16A @ 250V H05VVF / 70°C LP34B EN60320 CEE Black

Standard European Cordsets, 3 Conductor Detachable

Detachable with IEC-320-C5

Standard European Cordset, 3 Conductor Detachable

Detachable with IEC-320-C19
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Standard European Cordsets, 3 Conductor Detachable

Detachable with Straight Male and Female IEC-320-C13 Right Angle

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color

IPC-66052A 6'7" 2 .75 2.5A @ 250V HO3VVH2 - F / 70°C LP-21 --- CEE Black

IPC-66053A 8'2" 2.5 .75 2.5A @ 250V HO3VVH2 - F / 70°C LP-21 --- CEE Black

Nondetachable Jacket removed 30mm, conductors stripped 7mm. 
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem. Color Code Jacket Color

IPC-66031A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34B LS-60L CEE Black

IPC-66032A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34B LS-60L CEE Black

Standard European Cordsets, 2 Conductor 
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-61923B 6' 1.83 .75 2.5A @ 250V H03VVH2F / 70°C LP-21 LS-7C CEE Black

IPC-66244A 9' 2.7 .75 2.5A @ 250V H03VVH2F / 70°C LP-21 LS-7C CEE Black

IPC-66277A 6' 1.83 .75 2.5A @ 250V H05VVH2F / 70°C LP-21 LS-7C CEE Black

IPC-66278A 9' 2.7 .75 2.5A @ 250V H05VVH2F / 70°C LP-21 LS-7C CEE Black

Detachable with an IEC-320-C7
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66154A 8'2" 2.5 .75 .23 5.8 6A @ 250V HO3VVF / 70°C PE-224 --- CEE Black

IPC-66155A 8'2" 2.5 .75 .26 6.6 6A @ 250V HO5VVF / 70°C PE-224 --- CEE Black

IPC-66156A 8'2" 2.5 1.00 .27 6.8 10A @ 250V HO5VVF / 70°C PE-224 --- CEE Black

IPC-66157A 8'2" 2.5 1.00 .28 7.2 10A @ 250V HO5RNF / 70°C PE-224 --- CEE Black

IPC-66158A 8'2" 2.5 1.00 .35 9.0 10A @ 250V HO7RNF / 70°C PE-224 --- CEE Black

IPC-66159A 8'2" 2.5 2.50 .45 11.5 16A @ 250V HO7RNF / 70°C PE-224 --- CEE Black

Nondetachable Jacket removed 30mm, conductors stripped 7mm. 
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Standard European Cordsets, 2 Conductor Detachable
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Detachable with an IEC-320-C17

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66232A 6'7" 2 1.00 .27 6.8 10A @ 250V H05VVF / 70°C PE-224 LS-16 CEE Black

IPC-66233A 8'2" 2.5 1.00 .27 6.8 10A @ 250V H05VVF / 70°C PE-224 LS-16 CEE Black

IPC-62484A 9'10" 3 1.00 .27 6.8 10A @ 250V H05VVF / 70°C PE-224 LS-16 CEE Black

UK Cordsets, 3 Conductor

Nondetachable Jacket removed 30mm, conductors stripped 7mm

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66090B 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP60-13AMP --- CEE Black

IPC-66091B 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP60-13AMP --- CEE Black

IPC-66092B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60-13AMP --- CEE Black

IPC-66093B 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60-13AMP --- CEE Black

IPC-66167B 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP60-5AMP --- CEE Black

IPC-66168B 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP60-3AMP --- CEE Black

IPC-66169B 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP60-5AMP --- CEE Black

IPC-66170B 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP60-3AMP --- CEE Black

IPC-66171B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60-5AMP --- CEE Black

IPC-66172B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60-3AMP --- CEE Black

IPC-66173B 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60-5AMP --- CEE Black

IPC-66174B 8'2" 2.5 1.00 .295 7.2 10A @ 250V HO5VVF3 / 70°C LP60-3AMP --- CEE Black
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UK Cordsets, 3 Conductor Detachable

Detachable with IEC-320-C13 
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66096B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60L-13AMP LS-60 CEE Black

IPC-66097B 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60L-13AMP LS-60 CEE Black 

IPC-66175B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60L-5AMP LS-13 CEE Black

IPC-66176B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60L-3AMP LS-13 CEE Black

IPC-66177B 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60L-5AMP LS-13 CEE Black

IPC-66178B 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP60L-3AMP LS-13 CEE Black 

UK Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66197A 6'7" 2 .75 .28 7.2 2.5A @ 250 V H05VVFF  /  70°C LP60L LS15 CEE Black

IPC-66269A 8'2" 2.5 .75 .28 7.2 2.5A @ 250 V H05VVFF  /  70°C LP60L LS15 CEE Black

Detachable with IEC-320-C5
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UK Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66242A 6'7" 2 1.5 .34 8.5 13A @  250V H05VVF / 70°C LP60L w/13 amp fuse EN60320 CEE Black

IPC-66243A 8'2" 2.5 1.5 .34 8.5 13A @  250V H05VVF / 70°C LP60L w/13 amp fuse EN60320 CEE Black

Detachable with an IEC-320-C19
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Nondetachable Jacket removed 30mm, conductors stripped 7mm

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66258A 6'7" 2 .75 10A @ 250V H03VVH2F / 70°C LP-60L w/ 5 Amp fuse -- CEE Black

IPC-66259A 8'2" 2.5 .75 10A @ 250V H03VVH2F / 70°C LP-60L w/ 5 Amp fuse -- CEE Black

IPC-66260A 6'7" 2 .75 10A @ 250V H05VVH2F / 70°C LP-60L w/13 Amp fuse -- CEE Black

IPC-66261A 8'2" 2.5 .75 10A @ 250V H05VVH2F / 70°C LP-60L w/13 Amp fuse -- CEE Black
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UK Detachable Cordsets, 2 Conductor
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66227A 6'7" 2 1.00 .27 6.8 10A @ 250V H05VVF / 70° LP-60L w/13 amp fuse LS-16 CEE Black

IPC-66228A 8'2" 2.5 1.00 .27 6.8 10A @ 250V H05VVF / 70° LP-60L w/13 amp fuse LS-16 CEE Black

IPC-62483A 9'10" 3 1.00 .27 6.8 10A @ 250V H05VVF / 70° LP-60L w/13 amp fuse LS-16 CEE Black

Detachable with an IEC-320-C17
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66229A 6'7" 2 1.00 .27 6.8 10A @  250V H05VVF / 70° LP-60L w/5 amp fuse LS-16 CEE Black

IPC-66230A 8'2" 2.5 1.00 .27 6.8 10A @  250V H05VVF / 70° LP-60L w/5 amp fuse LS-16 CEE Black

IPC-66231A 9'10" 3 1.00 .27 6.8 10A @  250V H05VVF / 70° LP-60L w/5 amp fuse LS-16 CEE Black

Detachable with a 5 Amp Fuse and an IEC-320-C17
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66248A 6' 1.83 .75 2.5A @ 250V H03VVH2F / 70°C LP-60L w/5 amp fuse LS-7 CEE Black

IPC-66281A 9' 2.7 .75 2.5A @ 250V H03VVH2F / 70°C LP-60L w/5 amp fuse LS-7 CEE Black

Detachable with an IEC-320-C7
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66074A 6'7" 2 .75 .248 6.3 7.5A @ 250V Light Duty LFC3R / 70°C LP-23A --- CEE Black

IPC-66075A 8'2" 2.5 .75 .248 6.3 7.5A @ 250V Light Duty LFC3R / 70°C LP-23A --- CEE Black

IPC-66009A 6'7" 2 .75 .280 7.2 7.5A @ 250V Ordinary Duty GFC3R / 70°C LP-23A --- CEE Black

IPC-66010A 8'2" 2.5 .75 .280 7.2 7.5A @ 250V Ordinary Duty GFC3R / 70°C LP-23A --- CEE Black

IPC-66076A 6'7" 2 1.00 .295 7.5 10A @ 250V Ordinary Duty GFC3R / 70°C LP-23A --- CEE Black

IPC-66077A 8'2" 2.5 1.00 .295 7.5 10A @ 250V Ordinary Duty GFC3R / 70°C LP-23A --- CEE Black

Australian Cordsets, 3 Conductor

Nondetachable Jacket removed 30mm, conductors stripped 7mm

.250 + .006

(6.35 + 0.15)

2.
36

2 
+

 .3
93

(6
0 

+
 1

0)

.281 + .001
(7.14 + 0.03)

1.957 + .002
(49.7 + 0.05)

1.
43

7 
+

 .0
01

(3
6.

5 
+

 0
.0

3)

UK Detachable Cordsets, 2 Conductor



LINETEK Worldwide Call Toll Free: 1-800-341-3533          Telephone: (952) 835-2322        Fax: (952) 835-5080
38 Power Cord dimensional drawings subject to change without notice

Australia Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66078A 6'7" 2 .75 .248 6.3 7.5A @ 250V Light Duty LFC3R / 70°C LP-23A LS-60 CEE Black

IPC-66079A 8'2" 2.5 .75 .248 6.3 7.5A @ 250V Light Duty LFC3R / 70°C LP-23A LS-60 CEE Black

IPC-66011A 6'7" 2 .75 .280 7.2 7.5A @ 250V Ordinary Duty GFC3R / 70°C LP-23A LS-60 CEE Black

IPC-66012A 8'2" 2.5 .75 .280 7.2 7.5A @ 250V Ordinary Duty GFC3R / 70°C LP-23A LS-60 CEE Black

IPC-66080A 6'7" 2 1.00 .295 7.5 10A @ 250V Ordinary Duty GFC3R / 70°C LP-23A LS-60 CEE Black

IPC-66081A 8'2" 2.5 1.00 .295 7.5 10A @ 250V Ordinary Duty GFC3R / 70°C LP-23A LS-60 CEE Black

Detachable with an IEC 320-C13

Detachable with an IEC-320-C5
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66209A 6'7" 2 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LP23A LS15 CEE Black

IPC-66210A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LP23A LS15 CEE Black
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Australian Cordsets, 3 Conductor Detachable

Detachable with an IEC-320-C19
Cord Length Conductor Nominal O.D. Plug No. 

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66274A 6'7" 2 1.5 .34 8.5 15A @ 250V H05VVF / 70°C LP23A EN60320 CEE Black

IPC-66245A 8'2" 2.5 1.5 .34 8.5 15A @ 250V H05VVF / 70°C LP23A EN60320 CEE Black
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Nondetachable Jacket removed 30mm, conductors stripped 7mm

Australian Cordsets, 2 Conductor

Cord Length Conductor Nominal O.D. Plug No. 

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66082A 6'7" 2 .75 7.5A @ 250V Flat Light Duty LFC-2F / 70°C LP-15A --- CEE Black

IPC-66083A 8'2" 2.5 .75 7.5A @ 250V Flat Light Duty LFC-2F / 70°C LP-15A --- CEE Black

IPC-66084A 6'7" 2 .75 7.5A @ 250V Flat Ordinary Duty GFC-2F / 70°C LP-15A --- CEE Black

IPC-66085A 8'2" 2.5 .75 7.5A @ 250V Flat Ordinary Duty GFC-2F / 70°C LP-15A --- CEE Black

IPC-66086A 6'7" 2 .75 .228 5.8 7.5A @ 250V Circular Light Duty LFC-2R / 70°C LP-15A --- CEE Black

IPC-66087A 8'2" 2.5 .75 .228 5.8 7.5A @ 250V Circular Light Duty LFC-2R / 70°C LP-15A --- CEE Black

IPC-66088A 6'7" 2 .75 .260 6.6 7.5A @ 250V Circ. Ordinary Duty GFC-2R / 70°C LP-15A --- CEE Black

IPC-66089A 8'2" 2.5 .75 .260 6.6 7.5A @ 250V Circ. Ordinary Duty GFC-2R / 70°C LP-15A --- CEE Black
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Detachable with an IEC-320-C17
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Australian Cordsets, 2 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No. 

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-62314A 6' 1.83 .75 2.5A @  250V GFCF/H03VVH2 / 70°C LP-15A LS-7 CEE Black

IPC-66282A 9' 2.7 .75 2.5A @  250V GFCF/H03VVH2 / 70°C LP-15A LS-7 CEE Black

Detachable with an IEC-320-C7

.146 x 3.7 x 

.228 5.8

.146 x 3.7 x

.228 5.8

Cord Length Conductor Nominal O.D. Plug No. 

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66225A 6'7" 2 1.00 .27 6.8 10A @ 250V H05VVF / 70° LP-15A LS-16 CEE Black

IPC-66226A 8'2" 2.5 1.00 .27 6.8 10A @ 250V H05VVF / 70° LP-15A LS-16 CEE Black

IPC-62482A 9'10" 3 1.00 .27 6.8 10A @ 250V H05VVF / 70° LP-15A LS-16 CEE Black

Australian Cordsets, 2 Conductor Detachable
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Danish Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66201A 6'7" 2 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP38 LS-60 CEE Black

IPC-66202A 8'2" 2.5 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP38 LS-60 CEE Black

Detachable with an IEC-320-C13
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66203A 6'7" 2 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP38 -- CEE Black

IPC-66204A 8'2" 2.5 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP38 -- CEE Black

Non-Detachable Jacket removed 30mm, conductors stripped 7mm

Danish Cordsets, 3 Conductor Detachable
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66205A 6'7" 2 .75 .28 7.5 2.5A @ 250V H05VVF / 70°C LP38 LS-15 CEE Black

IPC-66206A 8'2" 2.5 .75 .28 7.5 2.5A @ 250V H05VVF / 70°C LP38 LS-15 CEE Black
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Detachable with IEC-320-C13
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66182A 6'7" 2 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP39 LS60 CEE Black

IPC-66179A 8'2" 2.5 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP39 LS60 CEE Black
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Danish Cordsets, 3 Conductor Detachable

Argentina Cordsets, 3 Conductor Detachable
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Argentina Cordsets
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66198A 6'7" 2 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LP39 LS15 CEE Black

IPC-66270A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LP39 LS15 CEE Black

Detachable with an IEC-320-C5

Non-Detachable Jacket removed 30mm, conductors stripped 7mm

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66183A 6'7" 2 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP39 -- CEE Black

IPC-66180A 8'2" 2.5 1.0 .295 7.5 10A @ 250V H05VVF / 70°C LP39 -- CEE Black
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Argentina Cordsets, 2 Conductor Detachable

Detachable with an IEC-320-C7
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66256A 6' 1.83 .75 10A @ 250V HO3VVH2F / 70°C LP-40 LS-7 CEE Black

IPC-66257A 9' 2.7 .75 10A @ 250V HO3VVH2F / 70°C LP-40 LS-7 CEE Black
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66184A 6'7" 2 1.0 .295 7.5 10A @ 250V H05VVF / 70°C SI32 LS60 CEE Black

IPC-66181A 8'2" 2.5 1.0 .295 7.5 10A @ 250V H05VVF / 70°C SI32 LS60 CEE Black

Detachable with an IEC-320-C13
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Israel Cordsets, 3 Conductor
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66185A 6'7" 2 1.0 .295 7.5 10A @ 250V H05VVF / 70°C SI32 -- CEE Black

IPC-66186A 8'2" 2.5 1.0 .295 7.5 10A @ 250V H05VVF / 70°C SI32 -- CEE Black

Detachable with an IEC-320-C13

Non-Detachable Jacket removed 30mm, conductors stripped 7mm

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66187A 6'7" 2 1.5 .34 8.5 12A @ 250V VCTF / 60°C LPE04 LS60 CEE Black

IPC-66188A 8'2" 2.5 1.5 .34 8.5 12A @ 250V VCTF / 60°C LPE04 LS60 CEE Black
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66215A 6'7" 2 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LPE05 LS15 MITI Black

IPC-66216A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LPE05 LS15 MITI Black

46

Korean Cordsets, 3 Conductor

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66189A 6'7" 2 1.5 .34 8.5 12A @ 250V VCTF / 60°C LPE04 -- MITI Black

IPC-66190A 8'2" 2.5 1.5 .34 8.5 12A @ 250V VCTF / 60°C LPE04 -- MITI Black
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Korean Cordsets, 3 Conductor Detachable
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Korean Cordsets3 Conductor Detachable

47

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66213A 6'7" 2 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LPE04 LS15 MITI Black

IPC-66214A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LPE04 LS15 MITI Black

Straight Male with an IEC-320-C5
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Korean Cordsets, 2 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66252A 6'7" 1.83 .75 2.5A @ 250V VCTFK / 70°C LP-E03 LS-7 MITI Black

IPC-66253A 9' 2.7 .75 2.5A @ 250V VCTFK / 70°C LP-E03 LS-7 MITI Black

Detachable with an IEC-320-C7
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India, South Africa, Hong Kong Cordsets, 3 Conductor

Old British Standard BS 546

Old British Standard BS 546

Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-67005A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE364 LS-60 CEE Black

IPC-67006A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE364 LS-60 CEE Black

Detachable with an IEC 320 -C13
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Nondetachable with Male Grounding Plug Jacket removed 30mm, conductors stripped 7mm

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-67001A 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C PE364 --- CEE Black

IPC-67002A 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C PE364 --- CEE Black

IPC-67003A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE364 --- CEE Black

IPC-67004A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE364 --- CEE Black
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India, South Africa & Hong Kong Cordsets, 3 Conductor Detachable
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Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66250A 6'7" 2 1.5 .34 8.5 16A @ 250V H05VVF / 70°C PE364 EN60320 CEE Black

IPC-66251A 8'2" 2.5 1.5 .34 8.5 16A @ 250V H05VVF / 70°C PE364 EN60320 CEE Black

Right Angle Male with an IEC-320-C19

Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66217A 6'7" 2 1.5 .28 7.2 2.5A @  250V YZ 300/500 / 70°C PE364 LS15 CEE Black

IPC-66218A 8'2" 2.5 1.5 .28 7.2 2.5A @  250V YZ 300/500 / 70°C PE364 LS15 CEE Black

Right Angle Male with an IEC-320-C5
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India, South Africa & Hong Kong Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66211A 6'7" 2 .75 .28 7.2 2.5A @  250V H05VVF / 70°C PE361 LS15 CEE Black

IPC-66212A 8'2" 2.5 .75 .28 7.2 2.5A @  250V H05VVF / 70°C PE361 LS15 CEE Black

Straight Male with an IEC-320-C5
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Swiss Cordsets, 3 Conductor

Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66054A 6'7" 2 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-37 --- CEE Black

IPC-66055A 8'2" 2.5 .75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-37 --- CEE Black

IPC-66056A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 --- CEE Black

IPC-66057A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 --- CEE Black

Nondetachable Jacket removed 30mm, conductors stripped 7mm

Detachable with an IEC-320-C13
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66060A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60 CEE Black

IPC-66061A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60 CEE Black
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Swiss Cordsets, 3 Conductor Detachable

Detachable with an IEC-320 Right Angle C13

Swiss and Danish Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66275A 6'7" 2 1.5 .34 8.5 16A @ 250V H05VVF / 70°C IEC309 EN60320 CEE Black

IPC-66276A 8'2" 2.5 1.5 .34 8.5 16A @ 250V H05VVF / 70°C IEC309 EN60320 CEE Black

IEC-309 with an IEC-320-C19
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Cord Length Conductor Nominal O.D. Plug No.
Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66150A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60L CEE Black

IPC-66151A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60L CEE Black
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Swiss Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66207A 6'7" 2 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LP37 LS15 CEE Black

IPC-66208A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C LP37 LS15 CEE Black
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Detachable with an IEC-320-C5

Italian Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66068A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-36 LS-60 CEE Black

IPC-66069A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-36 LS-60 CEE Black
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Nondetachable Jacket removed 30mm, conductors stripped 7mm. 

Detachable with a Right Angle IEC-320- C13
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Italian Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66072A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-36 LS-60L CEE Black

IPC-66073A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-36 LS-60L CEE Black

Italian Cordsets, 3 Conductor

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66062A 6'7" 2 75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-36 --- CEE Black

IPC-66063A 8'2" 2.5 75 .280 7.2 6A @ 250V HO5VVF3 / 70°C LP-36 --- CEE Black

IPC-66064A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-36 --- CEE Black

IPC-66065A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-36 --- CEE Black
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66246A 6'7" 2 1.5 .34 8.5 16A @ 250V H05VVF / 70°C PE336 EN60320 CEE Black

IPC-66247A 8'2" 2.5 1.5 .34 8.5 16A @ 250V H05VVF / 70°C PE336 EN60320 CEE Black

Detachable with an IEC-320-C19
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Italian Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66199A 6'7" 2 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C PE336 LS15 CEE Black

IPC-66200A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V H05VVF / 70°C PE336 LS15 CEE Black

Italian Cordsets, 3 Conductor Detachable
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Chinese Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66191A 6'7" 2 1.0 .295 7.5 10A @ 250 V RVV300/500V / 70°C PC323 COC-01 CEE Black

IPC-66192A 8'2" 2.5 1.0 .295 7.5 10A @ 250 V RVV300/500V / 70°C PC323 COC-01 CEE Black

Detachable with an IEC-320-C13

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66193A 6'7" 2 1.0 .295 7.5 10A @ 250 V RVV300/500V / 70°C PC323 -- CEE Black

IPC-66194A 8'2" 2.5 1.0 .295 7.5 10A @ 250 V RVV300/500V / 70°C PC323 -- CEE Black

Non-Detachable Jacket removed 30mm, conductors stripped 7mm
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Chinese Cordsets, 3 Conductor Detachable
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66219A 6'7" 2 .75 .28 7.2 2.5A @ 250V YZ 300/500 / 70°C PC323 LS15 CEE Black

IPC-66220A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V YZ 300/500 / 70°C PC323 LS15 CEE Black

Straight Male to IEC-320-C5

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66221A 6'7" 2 .75 .28 7.2 2.5A @ 250V YZ 300/500 / 70°C PC323L LS15 CEE Black

IPC-66222A 8'2" 2.5 .75 .28 7.2 2.5A @ 250V YZ 300/500 / 70°C PC323L LS15 CEE Black

Right Angle Male to IEC-320-C5
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Chinese Cordsets, 2 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66254A 6' 1.83 .75 .236 6.0 2.5A @ 250V RVVB 300/300V / 70°C PC-205 COC-03 CEE Black

IPC-66255A 9' 2.7 .75 .236 6.0 2.5A @ 250V RVVB 300/300V / 70°C PC-205 COC-03 CEE Black

Detachable with an IEC-320-C7
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66272A 6'7" 2 1.25 .343 9.3 12A @ 125V VCTF / 60°C LP54 LS60 MITI Black

IPC-61666A 8'2" 2.5 1.25 .343 9.3 12A @ 125V VCTF / 60°C LP54 LS60 MITI Black

This cord comes unterminated

Ground lead available alligator clip. Ring terminals or fork spade terminals. Please consult factory for part numbers and availability. 

Detachable with an IEC-320-C13
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Japanese Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66128A 6'7" 2 .75 .315 8.0 7A @ 125V VCTF / PVC / 60°C LP-53 --- MITI Black

IPC-66129A 8'2" 2.5 .75 .315 8.0 7A @ 125V VCTF / PVC / 60°C LP-53 --- MITI Black

IPC-66130A 6'7" 2 .75 .315 8.0 7A @ 125V HVCTF / PVC / 75°C LP-53 --- MITI Black

IPC-66131A 8'2" 2.5 .75 .315 8.0 7A @ 125V HVCTF / PVC / 75°C LP-53 --- MITI Black

IPC-66132A 6'7" 2 1.25 .343 8.7 12A @ 125V VCTF / PVC / 60°C LP-53 --- MITI Black

IPC-66133A 8'2" 2.5 1.25 .343 8.7 12A @ 125V VCTF / PVC / 60°C LP-53 --- MITI Black

IPC-66134A 6'7" 2 1.25 .343 8.7 12A @ 125V HVCTF / PVC / 75°C LP-53 --- MITI Black

IPC-66135A 8'2" 2.5 1.25 .343 8.7 12A @ 125V HVCTF / PVC / 75°C LP-53 --- MITI Black

IPC-66136A 6'7" 2 2.00 .366 9.3 15A @ 125V VCTF / PVC / 60°C LP-53 --- MITI Black

IPC-66137A 8'2" 2.5 2.00 .366 9.3 15A @ 125V VCTF / PVC / 60°C LP-53 --- MITI Black

IPC-66138A 6'7" 2 2.00 .366 9.3 15A @ 125V HVCTF / PVC / 75°C LP-53 --- MITI Black

IPC-66139A 8'2" 2.5 2.00 .366 9.3 15A @ 125V HVCTF / PVC / 75°C LP-53 --- MITI Black

Nondetachable Jacket removed 30mm, conductors stripped 7mm. 
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Cord Length Conductor Nominal O.D.Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66140A 6'7" 2 .75 .315 8.0 7A @ 125V VCTF / PVC / 60°C LP-53 LS-13J MITI Black

IPC-66141A 8'2" 2.5 .75 .315 8.0 7A @ 125V VCTF / PVC / 60°C LP-53 LS-13J MITI Black

IPC-66142A 6'7" 2 .75 .315 8.0 7A @ 125V HVCTF / PVC / 75°C LP-53 LS-13J MITI Black

IPC-66143A 8'2" 2.5 .75 .315 8.0 7A @ 125V HVCTF / PVC / 75°C LP-53 LS-13J MITI Black

IPC-66144A 6'7" 2 1.25 .343 8.7 10A @ 125V VCTF / PVC / 60°C LP-53 LS-13J MITI Black

IPC-66145A 8'2" 2.5 1.25 .343 8.7 10A @ 125V VCTF / PVC / 60°C LP-53 LS-13J MITI Black

IPC-66146A 6'7" 2 1.25 .343 8.7 10A @ 125V HVCTF / PVC / 75°C LP-53 LS-13J MITI Black

IPC-66147A 8'2" 2.5 1.25 .343 8.7 10A @ 125V HVCTF / PVC / 75°C LP-53 LS-13J MITI Black
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Detachable with an IEC-320-C13
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color
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Japanese Cordsets, 2 Conductor Detachable
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66223A 6'7" 2 1.25 .343 8.7 12A @ 125V VCTF / 60°C LP-52 LS-16J MITI Black

IPC-66224A 8'2" 2.5 1.25 .343 8.7 12A @ 125V VCTF / 60°C LP-52 LS-16J  MITI Black

IPC-62481A 9'10" 3 1.25 .343 8.7 12A @ 125V VCTF / 60°C LP-52 LS-16J  MITI Black

Detachable with an IEC-320-C17

10.9M
IN

12.7

14.5M
A

X

1.52±
0.1

4

23

R8
16

28.5

31.5

52.4±2

20.9

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66195A 6'7" 2 .75 .28 7.2 2.5A @ 125V VCTF / 60°C LP-53 LS-15 MITI Black

IPC-66267A 8'2" 2.5 .75 .28 7.2 2.5A @ 125V VCTF / 60°C LP-53 LS-15 MITI Black

Japanese Cordsets, 3 Conductor Detachable
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Japanese Cordsets, 2 Conductors

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66098A 6'7" 2 .75 7A @ 125V VFF / PVC / 60°C LP-50 --- MITI Black

IPC-66099A 8'2" 2.5 .75 7A @ 125V VFF / PVC / 60°C LP-50 --- MITI Black

IPC-66100A 6'7" 2 .75 7A @ 125V HVFF / PVC / 75°C LP-50 --- MITI Black

IPC-66101A 8'2" 2.5 .75 7A @ 125V HVFF / PVC / 75°C LP-50 --- MITI Black

IPC-66102A 6'7" 2 1.25 12A @ 125V VFF / PVC / 60°C LP-50 --- MITI Black

IPC-66103A 8'2" 2.5 1.25 12A @ 125V VFF / PVC / 60°C LP-50 --- MITI Black

IPC-66104A 6'7" 2 1.25 12A @ 125V HVFF / PVC / 75°C LP-50 --- MITI Black

IPC-66105A 8'2" 2.5 1.25 12A @ 125V HVFF / PVC / 75°C LP-50 --- MITI Black
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.740
(18.8)
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00
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1.496
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Nondetachable Jacket split 30mm, stripped 7mm
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.106 x 3.1 x

.213 6.2

.122 x 3.1 x

.244 6.2

.122 x 3.1 x

.244 6.2

.122 x 3.1 x

.244 6.2

.122 x 3.1 x

.244 6.2
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66273A 6'7" 2 2.0 .366 9.3 15A @ 125V VCTF / 60°C LP-53 EN60320 MITI Black

IPC-66264A 8'2" 2.5 2.0 .366 9.3 15A @ 125V VCTF / 60°C LP-53 EN60320 MITI Black

Japanese Cordsets, 3 Conductor Detachable

Detachable with an IEC-320-C19
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Jacket Color

IPC-66116A 6'7" 2 .75 .268 6.8 7A @ 125V VCTF / PVC / 60°C LP-52 --- MITI Black

IPC-66117A 8'2" 2.5 .75 .268 6.8 7A @ 125V VCTF / PVC / 60°C LP-52 --- MITI Black

IPC-66120A 6'7" 2 1.25 .300 7.6 12A @ 125V VCTF / PVC / 60°C LP-52 --- MITI Black

IPC-66121A 8'2" 2.5 1.25 .300 7.6 12A @ 125V VCTF / PVC / 60°C LP-52 --- MITI Black

IPC-66124A 6'7" 2 2.0 .343 8.7 15A @ 125V VCTF / PVC / 60°C LP-52 --- MITI Black

IPC-66125A 8'2" 2.5 2.0 .343 8.7 15A @ 125V VCTF / PVC / 60°C LP-52 --- MITI Black

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66160A 6'7" 2 .75 .315 8.0 7.5A @ 125V VCTF LP-54 --- MITI Black

IPC-66161A 8'2" 2.5 .75 .315 8.0 7.5A @ 125V VCTF LP-54 --- MITI Black

IPC-66162A 6'7" 2 1.25 .343 8.7 12A @ 125V VCTF LP-54 --- MITI Black

IPC-66163A 8'2" 2.5 1.25 .343 8.7 12A @ 125V VCTF LP-54 --- MITI Black

IPC-66164A 6'7" 2 2.00 .366 9.3 15A @ 125V VCTF LP-54 --- MITI Black

IPC-66165A 8'2" 2.5 2.00 .366 9.3 15A @ 125V VCTF LP-54 --- MITI Black

Note: 5" lead with alligator clip and green boot is standard. Please contact Bergquist for any variation

Japanese Cordsets, 2 Conductor
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Nondetachable

Nondetachable Jacket removed 30mm, conductors stripped 7mm

Japanese Cordsets, 3 Conductor with Flying Lead
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Japanese Cordsets, 2 Conductor

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66106A 6'7" 2 .75 7A @ 125V VFF / PVC / 60°C LP-50L --- MITI Black

IPC-66107A 8'2" 2.5 .75 7A @ 125V VFF / PVC / 60°C LP-50L --- MITI Black

IPC-66108A 6'7" 2 .75 7A @ 125V HVFF / PVC / 75°C LP-50L --- MITI Black

IPC-66109A 8'2" 2.5 .75 7A @ 125V HVFF / PVC / 75°C LP-50L --- MITI Black

IPC-66110A 6'7" 2 1.25 12A @ 125V VFF / PVC / 60°C LP-50L --- MITI Black

IPC-66111A 8'2" 2.5 1.25 12A @ 125V VFF / PVC / 60°C LP-50L --- MITI Black

IPC-66112A 6'7" 2 1.25 12A @ 125V HVFF / PVC / 75°C LP-50L --- MITI Black

IPC-66113A 8'2" 2.5 1.25 12A @ 125V HVFF / PVC / 75°C LP-50L --- MITI Black

Nondetachable Jacket split 30mm, stripped 7mm.

Nondetachable Jacket removed 30mm conductors stripped 7mm.
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66114A 6'7" 2 .75 15A @ 125V VCTFK / PVC / 60°C LP-57L --- MITI Black

IPC-66115A 8'2" 2.5 .75 15A @ 125V VCTFK / PVC / 60°C LP-57L --- MITI Black

.106 x 2.7 x 

.213 5.4

.106 x 2.7 x

.213 5.4

.106 x 2.7 x

.213 5.4

.106 x 3.1 x

.213 6.2

.122 x 3.1 x

.244 6.2

.122 x 3.1 x

.244 6.2

.122 x 3.1 x

.244 6.2

.122 x 3.1 x

.244 6.2

.213 x 5.4 x 

.346 8.8

.213 x 5.4 x

.346 8.8
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Japanese Cordsets, 2 Conductor Detachable
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66043A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C -- LS-60 CEE Black

IPC-66044A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C -- LS-60 CEE Black

+
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24.6±
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66280A 6' 1.83 .75 2.5A @ 125V VCTFK2 / 70°C LP-52 LS-7J MITI Black

IPC-66262A 9' 2.7 .75 2.5A @ 125V VCTFK2 / 70°C LP-52 LS-7J MITI Black

.213 x        5.4 x

.346            8.8

.213 x        5.4 x

.346            8.8

Detachable with an IEC-320-C7

Standard European Connector, 3 Conductor

NonDetachable with an IEC-320-C13 Jacket removed 30mm, conductors stripped 7mm
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Standard European Connectors 3 Conductors

Nondetachable Right Angle IEC-320-C13 Jacket removed 30mm, conductors stripped 7 mm.

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66047A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C -- LS-60L CEE Black

IPC-66048A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C -- LS-60 CEE Black
.5

5
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48
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.870
(22)

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66049B** 1'8" .50 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 -- CEE Black

IPC-66050B** 3'3" 1 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 -- CEE Black

IPC-66051B** 6’7” 2 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 -- CEE Black

**VDE Only

Nondetachable IEC-320-C14` Jacket removed 30mm, conductors stripped 7 mm.
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Standard European Jumper Cordsets, 3 Conductor Detachable
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Detachable IEc-320-C13 to C14
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66037B 1'8" .50 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 LS-60 CEE Black

IPC-66038B 3'3" 1 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 LS-60 CEE Black
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66039B 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 LS-60L CEE Black

IPC-66040B 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 /  70°C LS-14 LS-60L CEE Black

Detachable IEC-320 C13 Right Angle to C14
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Standard European 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66284A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34 LS-60LD Black CEE

IPC-66285A 8'2" 2.5 1.0 .195 7.5 10A @ 250V HO5VVF3 / 70°C LP-34 LS-60LD Black CEE

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66286A 6'7" 2 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34 LS-60LU Black CEE

IPC-66287A 8'2" 2.5 1.00 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-34 LS-60LU Black CEE
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Detachable with a Down Angle IEC-320 C13

Detachable with an Up Angle IEC-320 C13
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Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66304A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 /  70°C LP-23A LS-60LD Black CEE

IPC-66305A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 /  70°C LP-23A LS-60LD Black CEE

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66306A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 /  70°C LP-23A LS-60LU Black CEE

IPC-66307A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 /  70°C LP-23A LS-60LU Black CEE
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Detachable with a Down Angle IEC-320 C13

Detachable with an Up Angle IEC-320 C13
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Australian Cordsets, 3 Conductor Detachable
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Italian Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66292A 6’7” 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE336 LS60LD Black CEE

IPC-66293A 8’2” 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE336 LS60LD Black CEE

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66294A 6’7” 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE336 LS60LU Black CEE

IPC-66295A 8’2” 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C PE336 LS60LU Black CEE

Detachable with a Down Angle IEC-320 C13

Detachable with an Up Angle IEC-320 C13
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Danish Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66296A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-38 LS-60LD Black CEE

IPC-66297A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-38 LS-60LD Black CEE
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Detachable with a Down Angle IEC-320 C13
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Detachable with an Up Angle IEC-320 C13
Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66298A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-38 LS-60LU Black CEE

IPC-66299A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-38 LS-60LU Black CEE
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Argentina Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66300A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-39 LS-60LD Black CEE

IPC-66301A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-39 LS-60LD Black CEE

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66302A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-39 LS-60LU Black CEE

IPC-66303A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-39 LS-60LU Black CEE
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Swiss Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66288A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60LD Black CEE

IPC-66289A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60LD Black CEE

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66290A 6'7" 2 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60LU Black CEE

IPC-66291A 8'2" 2.5 1.0 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-37 LS-60LU Black CEE
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UK Cordsets, 3 Conductor Detachable

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color CodeJacket Color

IPC-66308A 6’7” 2 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 3 Amp Fuse LS60LD Black CEE

IPC-66309A 8’2” 2.5 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60 L3 Amp Fuse LS60LD Black CEE

IPC-66310A 6’7” 2 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 5 Amp Fuse LS60LD Black CEE

IPC-66311A 8’2” 2.5 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 5 Amp Fuse LS60LD Black CEE

IPC-66312A 6’7” 2 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 13 Amp Fuse LS60LD Black CEE

IPC-66313A 8’2” 2.5 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 13 Amp Fuse LS60LD Black CEE

Cord Length Conductor Nominal O.D. Plug No.

Part No. Ft M mm2 Inch mm Power Rating Cord Type / Temp Male Fem Color Code Jacket Color

IPC-66314A 6’7” 2 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 3 Amp Fuse LS60LU Black CEE

IPC-66315A 8’2” 2.5 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 3 Amp Fuse LS60LU Black CEE

IPC-66316A 6’7” 2 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 5 Amp Fuse LS60LU Black CEE

IPC-66317A 8’2” 2.5 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 5 Amp Fuse LS60LU Black CEE

IPC-66318A 6’7” 2 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 13 Amp Fuse LS60LU Black CEE

IPC-66319A 8’2” 2.5 1 .295 7.5 10A @ 250V HO5VVF3 / 70°C LP-60L 13 Amp Fuse LS60LU Black CEE
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